TOP 

Drill these four (4) new 
3/16” (.1875) holes 
(marked in red) for 

fuseblock attachment. 


Harness bundle heading 
this direction once the 
fusepanel is installed into 
the glovebox assembly. 


FRONT 


———— 
Existing factory 
hole for 
REAR “Y” Nut 


(For reference) 


Cut out and remove 
white area inside the 
red outlined box. 


PRINT ON ADHESIVE BOTON 
LABEL SHEET 


1. You cannot use this harness with a stock radio dash speaker as the new AAW fusepanel 
mounts in the area where the original speaker was located. 

2. You will need to purchase a new plastic glovebox liner assembly that does not have a stock 
fusebox hole in it to mount the new AAW harness into your vehicle. 

3. Attach this template to the outside of the driver’s side of the glovebox assembly (closest to 
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where the production radio dash speaker was), cut out the white area bordered in red, and drill www.americanautowire.com 856-933-0801 
the four .1875 holes as marked on the template. 

4. Once your rectangular opening has been cut out and your 4 new holes are drilled, place the 

new AAW fusepanel thru the opening and attach the fusepanel into that opening using the 4 o 2 Q 70 0 8 5 
locking nuts included/supplied in the loose piece parts kit of the 510317 dash/main harness 

with the harness bundle facing toward the rear of the glovebox as shown above. Berit Ae 


